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Chevelle Billet Aluminum Body Mounts 
For '64 to 72 Chevelle and A-Body 

 
 

 

Installation Instructions 

Thank you for purchasing your new Speedtech aluminum solid body bushing kit. Installing this 
product will require the unbolting of your sub frame. Take all necessary precautions whenever 
jacking up your vehicle and use safe and sturdy jack stands to support the vehicle whenever it 
is off the ground. Be sure to take all other safety precautions required to do the job correctly. 

 
 
 

 

March 2, 2020

The following instructions are inteded for professional installers. Speedtech
Performance assumes NO responsibility for the installation of any of our
products. All products must be installed by quali�ed professionals only. 
Setting the alignment for this kit should only be performed by a technician
familiar with setting race car type alignments. Alignment specs are not included 
in the kit and should be catered to your speci�c driving style and needs. 
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Body Bushing Hardware Kit Checklist 
 

Body Bushing Instructions (1) 
Radiator Support Body Bushing, Upper and Lower Set (2) 
All Other Positions Body Bushing, Upper and Lower Set (10) 

 
Bolts 

Front Radiator Support (2)  7/16" x 2 NC 

All Other Positions (10)  7/16" x 3 NC 

Nylock Nuts 
7/16” (2) 

Washers 
7/16” Plate (14) 

7/16” Lock (10) 
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The vehicle should be on a level surface before you start. 
 

You will notice the mounts have grooves cut into them, this will identify in what 
position they go. The mount with 1 groove is the front radiator support and the 2 
groove mounts are for all other positions. 
 
1. Leave the vehicle on the ground and remove all body mount bolts and lower 
bushing halves. Some bolts may be rusty, you may need to apply penetrating 
fluid to remove them. 
 
2. Place a floor jack with a length of 2x4 or square tubing to spread the load 
under the body's rocker and gently raise the body on one side until there is 
enough room to remove and replace the bushings on that side. At the radiator 
support insert the bushings and one flat washer, one 7/16" x 2" bolt, another flat 
washer and a lock nut as shown in the diagram on page 2. Thread the nut until it 
becomes finger tight, do not torque down yet.  
 
3. When there is enough room, remove the old mounts and slip the upper mounts 
in place. Coat the threads of your 7/16 X 3 ” bolts with anti seize and loosely 
thread through the lower bushings and into the body with a flat washer and lock 
washer as shown in the diagram on page 2. Repeat for remaining bushing 
locations on that side. 
 
6. Lower the car down and repeat for the other side. 
 
7.  As rubber mounts tend to compress and distort over time and all floor pans 
are slightly different, ensure that the hood and fenders line up properly with the 
body, and that all bushings fully contact the floor before torqueing. Use additional 
shims (not included) to adjust as necessary. Cross measure the frame to ensure 
it is straight and square to the body. When the frame is squared in, torque all 
bolts to 90 ft lbs. 
 
8. Recheck torque after approximately 100 miles of driving.  
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