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Figure 1 1967 Camaro, features our IRS – Jeremy Davies 

 
Congratulations on the purchase of your new Speedtech Performance Independent Rear 
Suspension (IRS). Use only approved and appropriately rated jack and jack stands, be sure to 
take all safety precautions required to do the job safely and correctly. If you are unsure seek the 
assistance of a highly qualified workshop to assist you. 
 
Read and understand all instructions thoroughly before you begin. For the most part, assembly 
and set up of your new IRS can be done in a home garage with hand tools and basic welding 
equipment. 
 
We enjoy seeing the progress our customers are making as they work through their builds so join 
the Team Speedtech group on Facebook and share your pictures and your story.   
 
From everyone at Speedtech Performance we send you all best wishes for your project! 
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1.0 GENERAL INFORMATION 
Back to Table to Contents 
 

1.1 This Guide 
The following instructions are intended for professional installers and are guidelines only. 
Speedtech Performance assumes no responsibility for the installation of any of its products 
installed by others. All products are intended to be installed by qualified professionals. 

 

1.2 Overview 
These instructions outline the IRS. Some photos in the install process may vary slightly from your 
exact application. 
 
To help finish the trunk area and back seat, we provide a sheet metal kit that fits the IRS to the 
Camaro, sealing off the suspension arms from the inside of the car. Part # 11515 
 

1.3 Tools   
Installation of the Speedtech Performance IRS can be done on the floor with simple hand tools 
and basic welder. 
 
Tools to have before you start: 
 

• Floor Stands 

• Floor Jack 

• Welder 

• Grinder 

• Measuring Tape 

 
2.0 CHECK IN PARTS AND HARDWARE 
Back to Table to Contents 
 

2.1 Checking in the Order 
SEE IRS INSTALL ASSEMBLY GUIDE 
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3.0 PREPERATION  
Back to Table to Contents 
 

3.1 WHEEL CENTER 
 
Measure and mark your existing 
wheel center by taping a plumb 
string on the top of the wheel well. 
With your car on the ground, 
adjust the plumb to hang directly 
over the axle centerline. Tape and 
mark the string’s location on the 
top of the wheel well. Keep this 
measurement intact during the 
install process as it will be used 
throughout the install. Do this to 
both sides, taking extra care to be 
as precise as possible.  

 
 
 
 
 
3.2 LEVEL / BRACE 
 
Lift the car high enough so you can work under it. Level the car in the air by measuring the 
pinch weld height to the work surface. Ensure that all 4 corners (A and C pillars) are equal in 
height. Measure gauge hole height from your work surface to the level car. We highly 
recommend bracing the car by either bolting it down to a frame table, or add bracing the rear 
quarter panels. This will prevent the body from warping during the install process. 

 
3.3  REMOVAL 
 
Remove Rear Suspension, Exhaust, Fuel tank, Rear Seat, Rear Carpet and Package Tray 
Supports. You will be reusing the package tray supports. Remove them by drilling out the spot 
welds.  
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3.4  CUT PREPARATION 
 
It is important that the 
surface is properly 
prepared for cutting and 
later welding. Using the 
map above, mark the 
cut lines on the car. 
Remove all paints, 
coatings, surface 
treatments on the inside 
and outside of the car, 
including the frame rails. 
A wire wheel works well 
for this. Clean about a 3-
inch-wide area on all the 
cut lines.  
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3.5  MARK / CUT / 
REMOVE 
 
Using the map from page 6 and 
description, clearly mark your cut 
lines. Tape works well for this. All 
measurements are made on the 
same plane as the work surface. 
All cuts are vertical to the work 
surface. Meaning, they will be 
cutting through all surfaces and 
rails perpendicular to the work 
surface. 

 

 

 
 
 
 

3.5.1  MARK / CUT / REMOVE – FRONT 
 

- Mark 11in back from gauge hole from frame rail pinch weld to frame rail pinch weld.  
- Mark just inside the pinch weld back 4in.  
- Mark around the rails at 4in out to wheel tubs.  
- Cut the marks all the way through the floor, rails, to the inside of the car. 

 
3.5.2  MARK / CUT / REMOVE – REAR 
 

- Mark line 3/4in back from gas tank from wheel tub to wheel tub. 
- Cut from wheel tub to wheel tub all the way through the floor and rails. 
- Cut wheel tubs, close to the floor but inside the car, from front cut to rear cut. 
- Drop out the center section. 
- Mark the frame rail 3in back from rear 

cut line. Cut frame rail only at mark.  
- Cut close to the floor to remove the 

3in frame rail section off of the floor.  
 
3.5.3  MARK / CUT / REMOVE – 
GAS TANK 
 
Trim back the gas tank hat channel about 2.5in 
from the edge of the rear section cutline.  
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3.6  SETTING IRS 
FRAME 
 
Set the frame of the IRS in 
place. Do this by lifting the frame 
section into the new hole in your 
car. The front arms of the frame 
will wrap around the front frame 
rail sections and the rear will hug 
around the trunk floor. The frame 
will go up until the little shelves 
of the frame are touching the 
floor and trunk pans. You may 
have to do some additional 
trimming to get it to fit. Spend 
time leveling, centering, and 
squaring the frame in the car. 
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Leveling: The upper control arm mounting holes are designed to be level with the car. To set 
the height of the frame, use the formula to calculate the target measured height of these upper 
control arm holes to the work surface. Set all 4 corners to the same calculated height. 

 
Centering: The axle centerline of the IRS crossmember is marked with little slit windows. Use 
these windows, in connection with your plumb lines that were previously set, to center the cross 
member. You can eyeball the location by lining up all plumb lines and window slits. Use a tape 
measure to mark and center the frame left to right 
 
Squaring: Use a tape measure to cross square the frame into place using known points on the 
car. Examples of known points are the gauge holes, front lower ball joints. 
  
Take your time with this because the wheel placement is not adjustable. 
 
Stabilize the set frame in place using blocks and C clamps. It must be secure before mocking up 
the suspension. Mock up the control arms and spindle.  
Follow the IRS instructions to do this.  
Mount a wheel on the suspension and check fitment for clearance, movement, and location. 
Additional trimming might be needed on the wheel tubs at this point. If location is not 
satisfactory, readjust where the frame sets. 

 

 
 
 
 

https://speedtechperformance.com/wp-content/uploads/2022/01/IRS-gen-Install-3-positions.pdf
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4.0 WELDING 
Back to Table to Contents 
 
Tunnel Pan Shelf: The first gen 
Camaro had two distinctive tunnels 
between the years. To make the IRS 
fit the whole generation, we did not 
pre-weld the tunnel shelf to the IRS. 
Fit the provided shelf and weld it to 
the IRS.  
 
 
 
 
Floor Pan Spot Welds: Weld the 
floor pan to the IRS member. Do this 
by drilling holes in the floor pan every 
3in on top of the pan shelf of the IRS. 
Clamp and weld drilled spots 
connecting the floor to the IRS. Do the 
same in the pan. 
 
 
 
 
 
Front Rails: Clamp and weld the front 
inside rail arm by filling in the provided 
holes. Weld the additional angle 
bracket to the inside of the rail to the 
floor pan around the gauge hole 
where the floor is extra thick.  
 
 
 
 
 
Outside Rails: Clamp and weld the 
outside rale piece and the frame rail 
cap. The cap should fit neatly on the 
back end of the frame rail, trim the 
original frame rail if necessary. The 
cap fold will wrap to the outside of the 
outside rail piece. Weld open corners 
on IRS metal and fill holes.  
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Front Rail Cap: Cap the rail on the inside 
of the car using the provided metal. Weld 
all seems and fill all holes. 
  

 
 
 
 
 
 
 
Rear Rail Captive: Trim to fit the provided 
angle piece. Fit it tight to the existing 
frame, rear wing, rail cap of the IRS. Weld 
all seems, corners, and fill all holes.  
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5.0 CONGRATULATIONS 

Back to Table to Contents 
 
Congratulations on completing your project, we know you will get many years of enjoyment from 
your project.  Please join the group Team Speedtech on Facebook. Team Speedtech is a 
community of like-minded individuals using Speedtech Performance products.  The Group’s 
members include customers, our dealers and factory employees - each with a passion for Pro 
Touring muscle cars.  You can ask questions and get advice from the group members as well 
as share your experience.  Within the group we enjoy seeing the videos and pictures during the 
progress of your projects so post up.  We also encourage you to share pictures and videos of 
your finished projects out on the road, at the show & shine, on track or however you get 
enjoyment from your ride, we want to see it! 
 
Thank you for choosing Speedtech Performance! We know you have a choice, and we 
appreciate that you entrust us with your chassis and suspension needs for you custom muscle 
cars.  
 
Speedtech Performance, LLC 
4160 S. River Rd. 
St George UT, 84770   (435) 628-4300 

https://www.facebook.com/groups/284301472543025

